COMPUTERS IN CHEMICAL ENGINEERING EDUCATION

P. B, Lederman (1), B, Carnahan, & G. B, Williams
Department of Chemical and Metallurgical Engineering
University of Michigan

The advent of computers has enabled the engineer to broaden his horigzons
with respect to the types of problems he may study and solve in a given amount
of time. As an educational tool, the computer also proves very useful in that

1t takes over the routine calculations once an appropriate algorithm or proce-
dure has been established for the problem at hand.

Students can investigate problems using numerical methods which before
were not presented to them until they were able to solve them by compact ana-
lytical techniques. These methods are usually not presented in an undergrad-
uate curriculum. One must, however, choose problems carefully so that the

Students avolid the numerous pitfalls present when numerical methods of solu=-
tion are used,

Computers and Ensinaering Science

Considering the significant impact which the high speed electronic com=-
puter will have on our future technological development, several questions
arise concerning the role of computers in engineering education. There seems
little doubt that a good fraction of today's engineering graduates (engineers
who may well be working as engineers in the year 2000) will have occasion to
use computers in their technical work., Considering his probable imminent in-
volvement with computers as part of his engineering work, the engineer must
know a great deal more about computers than he can learn from the '"giant brain"
articles so prominent in the Sunday supplements. The qguestion which comes to
mind first is, Where should he learn about them? On the job or in the engi=-
neering school?

Those who feel that on-the-job training is adequate, usually claim that
computer programming and computer-related work involves primarily techniques
rather than engineering principle. Those who feel that the engineering school
is a proper place for such training aeree "that there is a significant amount
of technique (technique which will incidentally be useful in the student!s future
engineering work) but that the primary justification for such training, parti-
cularly at the undergraduate level, is based on the computer as an educationsal
tool useful in the tralning of problem solvers., Viewed as an educational tool
the computer can be considered a language for communicating as well as a
machine for solving problems. A better understanding of principles can be at-
tained because of the rigor required when communicating with the computer,
This understanding is also reinforced because the student has a broader exper-
jence with solved problems.

Some features of a computer experience which seem to be related to the
educational aspect of problem solving are:

a., Precise Definition: The computer 1s a rather rigid task master which

requires precision In the statement of the problem and its method of solution.
Preparation of procedures for computer solution introduces the student to a

precise formal language (usually a mixture of Fnglish and algebraic notation),
Because of the nature of such languages, the student's communication skill

should be enhanced, he should tend to be more accurate, and he should achleve
added understanding of mathematical notation and manipulation.

b. Logical Organization: Complex engineering problems require both an
analytical a%IIify l%n subdlvide the overall problem into simpler ones which
can be handled) and an ability to synthesize (bring together solutions of in-
dividual parts as the solution of the whole)., Preparing algorithms (problem
solving procedures, flow diagrams) for a computer requires just such analysis

and synthesis abilities,

c. Minimize ﬂmbiggitg: Because a computer solution requires the pre-
paration of an orderly and detailled step-by=-step procedure, the approach to
the solution must be an unambiguous one (formal languages used by computers
allow no ambiguity). No gaps in the logic are permitted,

: |
(1) Present address: Esso Research Laboratories, Baton Rouge, Loulsiana.

1



2 CHEMI CAL ENGINEERING EDUCATION March 1963

d. Recognitlon of Assumptions: During preparation of organized detalled
procedures, sssumptions which may be overlooked in a hand computation are fre-
guently brought to the forefront. Of course, a bad assumption in a computer
program hes just as deleterious an effect as in a hand solution; however, be-

cause of the great computational speed, some assumptions necessary to permit
hand computation may be removed entirely.

e, Solution of the General Problem: Because of the nature of the dig-
ital computer, 1.e., L1t8 abllity to read parameter values as data, it is usu-
ally possible (with little extra effort) to produce a general program which
will solve a whole class of problems rather than a specific problem in a spe-
cific problem situation. This necessitates an essentially symbolic approach
to problem solving and is8 rather different from the customary solution tech-
niques involving mostly numbers. Such an approach requires a more abstract

:nfiyuia which focuses on problem structure, rather than on "slide rule" de-
alls.,

f. Problem Cnmplexit¥:, Because of high computational speed, the com-
puter permIts solution of significantly more complex (rsnd hence, frequently
more realistic) problems than can be "hand" solved. The drudgery of tedious
repetitive calculations is removed, TUnfortunately, it is usually wise (essen-

tial) to work at least one example problem in detall by hand for checkout pur-
poses.

g. Numerical Solutions: The high speed computer solution permits nu-
merical approximation ol problems which are intractable analytically.

h, Lo ical Non-Numeric Problems: Since the diglital nnmputarlis in
fact a syﬂﬁuﬁ'manIpuIaEnr rather than a mere number manipulator, it can solve
‘a large class of logical, essentially non-numeric problems.

CumEutars and Engingara in Industry

Computers, both digital and analog, have wlde acceptance in production,
design and research. This trend, although still in its Infancy, 1s making
rapid strides. For example, the high degree of sophistication in some appli=-
cations is illustrated in a recent announcement that complete engineering draw-
ings fro roads are being turned out by computers. A recent survey for the Amer-
ican Petroleum Institute indicated that 86 of 127 responding refineries used
off line computers, and several larger refineries have several computers working

full time.,

Today a large pa&uentage of the "green light time" can be attributed to
accounting and scheduling type functions in those computers associated with pro-

duction units. More and more time 1s belng used, however, by englineering
groups to do repetitive computations and optimization studies. Several on

line control computers are operating with some success. In a number of pro-
cesses, where the reaction scheme is complex, for example, co=polymerization,
there appears to be great incentive to use elther open or closed loop compu-

ter control.

In research organizations computers are widely used in a number of areas.
Although Esso Research Laboratories may not be typical because we are fortunate
to have access to a great varlety of computers, 1t 1s not atypical with respect
to computer utilization. Therefore, we would like to take the liberty of using
this organization as a basis for discussing the needs of the engineer vis=-a=-vis

computers in industry.

A very brief look at the organization with particular emphasls on com-
puters, as shown in Figurel, will help to orient the discussion. The Labora-
tory is one of the major development groups affiliated with Esso Research &
Engineering Co. and does bench scale exploratory work as well as operate small
and large pilot plants. To fulfill its mission 1t has several research groups,
an englneering group and an applied mathematlcs group. Three digital computers
are avallable, an IBM 1620 in the applied math group, an IBM 7074 in the Baton
Rouge Refinery, and an IBM 7090 in Florham Park accessible by transcelver,

The latter two installations are closed shop and the in-house facility is open
shop. FORTRAN and symbolic assembly programs are avallable for all machines,

Almost all of the professional employees are involved with computers to
some degree. Computers are used 1in two primary areas in our technical comput-
ing, data work-up and engineering studies. For the former some of the pilot
plants are tied to a data gathering system. The data tape is used, along with
data plcked up from a dally analytical results tape, as input to any one of
several unit data work-up programs, Much of the logic for these operations
has been handled by experienced non-engineer programmers. The engineers must,
however, supply algorithms for the unlt work-ups, The programmers in the ap-
plied mathematics group are available to program the algorithms., It 1s usually
more efficient, however, for the engineers to write and debug thelr own pro-
grams especially when, as 1is usually the case, program requirements change fre-

quently.
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| The englneering studies include process optimlzation, reactor stability,

control, resction mechanism and similar studies which require the use of chem-
icel engineering and related sciences together with a knowledge of mathematics
and computer sense to bring them to a successful conclusion. This type of
problem has incressed in importance and w'll ccntinue to take a greater share
of the engineering talent and computer time in the future.

The demands on the engineer using computers in industry are many even
thovgh specialized help is usually close at hand., To maximize the information
obtained from extensive pilot plant operations he must decide when computer
data reductlon with or without autometic data gathering 1s warranted, keeping
in mind programming time required and computer cost. It is ‘helpful if he can
write and test his own programs because this cuts down lead time, often one of
the greatest costs of research, and allows him to meke any changes with the
least delasy.

This class of provlems does not ususlly require extensive application of
advanced mathematical techniques, 1t does demand a degree of rigor which we
as chemical engineers were not able to exhibit before the computer era., Often
the algorithms for this class of problems are simplified by use of simple ma=-
trix manipulation,

Zngineering studies are becoming much more sophisticeted and more encom=
passing in their scope. Fngineers today should have a better understanding of
the advanced methemsticsl techniques used to solve partial differentlal equa-
tions., In this area the computer is a great help, and at the same time its own
worst enemy. Ilany engineers are not aware of the pitfalls which round off er-
rors and non-convergence present. In addition to learning sound problem analy-
sis and efficient algorithm construction, it is important that the engineer be
made aware of the pitfalls involved in numerical methods and approximations so
often used in digital computation,

A third area where the chemical engineer and the computer have found com=
mon cause is in scheduling and economic optimization. This, of course, re-
quires a knowledge of linear (or, in general, mathematical) programming. Today
there is a need to develop a logic which can be used for ultimate design opti-
mization by welding together and exercising supervisory control over independ~
ent routines representing a series of interdependent moduli or operations.

Here agaln there is a need for a sound foundation in logic,

The use of -computers by engineers in an industrisl organization would
not be complete without discussing communication between man and the computer.
This has been very much simplified in the past few years at Michlgan beceause
of an excellent executive routine and a very versatile plgol language, !MAD,
with superb diasgnostics. Due to the multipliclty of demands on most large in-
dustrial computers -- they do payrolls, accounting and complex engineering cal-
culations =- and the limitations of the smaller computers such as the IBM 1620,
communication is ususlly not quite as simple, This means that precompilation
debugging should be more thorough., More important, it is most helpful if the
engineer has some knowledge of computer operation or logic so that he can eas-
ily adapt to different computers, programming systems and methods of searching
for errors.,

The use of computers in engineering calculations and their Introduction
into the engineering sciences curricula is of great benefit to the young en-
gineer. It forces him to be more analytical and rlgorous in his approach to
problems, It is important that along with the use of computers, numerical
analysis, logic and some basic concepts of computer operation be introduced so
that the engineer can make wise and efficient use of this powerful tool in an

industrial atmosphere.

FIGURE 1
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Education With Computers

At Michigan there has been some contact with computers for the past 10
years. At first this was rather limited but since 1956 when an IBM 650 became
avalilable on an open-shop basis, the use of computers in the chemical engineer-
ing science curricula has been ever increasing. At first only limited use was
made of the computer in graduate courses because access was rather difficult,
With the arrival of a large computer, an IBM 704, and problem oriented languages

such as FORTRAN and MAD, the computer became relatively accessible to under-
graduates,

A question which arose 1s where and how the student should be introduced
to the computer. If he 1s to galn a real computer proficlency, i1t appears that
an introduction to computer organization and computer language should come ear-
ly enough. in his tralning to allow opportunity for extensive use of the machine
in solving some engineering problems. Since i1t seems impractical (and probably
unwise) to remove engineering course material to allow insertion of computer
work into engineering courses, it would appear that the student should have an
independent introductory course which gives him thorough training in the lan-
guage and a general understanding of computing procedures. If he is not to be
lost in the hopeless mire of detail there seems 1little doubt that the selected
computer language should be of the problem-oriented rather than the machine-
oriented type. If engineering classroom time is not to be wasted, then he
must be trained well enough in the first course to eliminate the need for later
retraining in the engineering classroom, The solution to thls problem at The
University of Michigan has been the introduction of a required one-hour course
at the sophomore level which trains the student in the use of a problem-oriented
language (MAD) and introduces him to some of the elementary numerical techniques.

At the present time at least one problem whose solution is best obtalned
with the aid of a high speed computer 1s presented in most every course in chem-
ical engineering science. AS can be seen in Figure 2 this means that students
are exposed to computer methods from the beginning of thelr sophomore year, By
applying the techniques learned in the course "Elementary Computer Techniques"
immediately we find that students get a better appreclation of computer tech-
niques., In each succeeding course one or more computer oriented problems are
presented to the students. These problems, chosen by the lndividual instructor,
are coordinated so that they illustrate many facets of computer programming and
use.

Problems which arise in the assignment of computer problems as part of
the engineering coursework homework load include timing. While there seems lit=-
tle doubt that a project-type assignment involving a time period of perhaps two
weeks or more causes no significant difficulty, homework assignments done on a
day-to=-day basis do present some problems, Because of the nature of computer
languages, i.e., the necessity for very precise grammar and punctuation, it 1is
unusual for an undergraduate student to solve completely correctly an engineer-
ing problem on the first approach to the computer. The average may be three or
four tries before success. The turn-around time, i.e., the elapsed time between
submission of a program to the computer and its return for checking and possible
resubmission in case of error, must consequently be fairly short if problems sre
to be completed between class meetlngs.

If computer integration into engineering classrooms 1s to be successful,
the student'!s overall computer ability 1s certainly a major factor. The in-
structorts ability is probably even more important, particularly for undergrad-
uate training. The selection of appropriate problems and the illustration (by
example) of good computer hablts (pointing out inadequacies or places where the
computer should probably not be used, as well as where 1t should be) 1s essen-

tial. '

In an attempt to help develop a better appreclation of the computer and
computer techniques, a set of problems for use in an undergraduate chemical
engineering curriculum 1is described in the Appendix. It 1s expected that the
student will have had prior to or concurrently with the first of these problems
a basic course in programming, as too much time taken from course content would

be required to learn basic programming techniques.

Conclusion

Tt 18 not wise to attempt to justify the use of a computer as a time
saving device when one deals with a single problem operation, common to intro-
ductory educational endeavors. It 1s much better to look at the computer and
program as a method of introcuding a tool which will enable the student, after
some experience, to solve complex problems and will force the student into hab-
its of careful, detailed problem analysis and logical solution methods. If ex-
posure to computers and computer programming does nothing else it will be well
worth the time and effort required if our students think more logically and

precisely.
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i1t is true that this is a relatlvely new area in our curricula, but a
v iy essentlal one., pt-this stage we have and should raise more questions than
We can answer but by proper choice of problems the advantages of the computer

will be well demonstrated. The student will gain new insight into many more
problems and will become

quite at home with the computer, a valuable tool for
the engineer, |
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APPENDIX

A SERIES OF GRADED CHEMI CAL ENGINEFRING COMPUTER PROBLEMS

This series of computer problems 1s typical of those used during the
past four years in the chemical engineering curricula at the University of
Michigan. No attempt has been made to be all inclusive as this set, it is
hoped, will merely serve as a guide. Complete solutions for many of these
problems == mainly written in MAD =-- may be found in the various reports is-
sued by the Ford Foundation Project on Computers in Engineering Education (2).

PROBLEM FOR A FIRST COURSE IN STOICHIOMETRY

A typical first‘prﬂblem after some basic programming experience might be
a detalled mass balance as follows:

Problem Statement:

A countercurrent multiple-contact extraction system is to treat 100 tons
per hour of tailings with fresh water as a solvent. The composition of the
tailings fed to the extration unit is

GﬂmBnnent Mass Frsction
Water 0.48
Gangue 0.40
Salt Dol 2

The strong solution leaving the system 1s to contailn 0.15 mass fraction salt.
p 99 per cent recovery of the salt is anticipated., Calculate the number of
equilibrium stages required as a function of the solution retained by the gangue.

Solution:

This problem may be solved by a number of methods, including the method
of linear differences. The basic material stage-wise balance method of solu=-
tion is discussed in detail by Brown (1) and a computer solution for a similar
problem may be found in the First Annual Report of the Project on the Use of

Computers in Engineering Education sponsored by the Ford Foundation at the
University of Michigan. (2)

he ex=
Basicall the solution requires that an overall balance around t
traction be mag; and then stage-wise calculations be made until the raffinate
 from the last stage meets the required concentration apecifications. Once the
basic program is written, it may be easily enlarged to include elther variable

solution retention (as a function of the solution composition) or a serles of
solution retention values,

The problem is not difficult to program but does raguire the use of sub-

1d with rel-
seripts. Students have programmed a similar problem in 1 stepd an

ativgly 1ittle expenditure of time. It has the added advantage of illustrating
the effect of solution carry-over.
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A SECOND PROBLEM IN STOICHIOMETRY OR A FIRST PROBLEM IN THERMODYNAMICS
e ——— = e e _“M_*

A second problem in Stolchiometry which could also serve as a first

problem in Thermodynamics is the computation of the adisbatic flame temperg-
ture as a function of the fuel and fuel to air or oxXygen ratio.

Salutygp:

The solution to this problem requires writing a material balance for the
components involved and then making a thermal balance assuming a flame temper-
ature. If the amount of sensible heat out equals heat of combustion plus the
sensible heat in the correct flame temperature has been established, If the
heat in and out do not balance, a new flame temperature must be chosen; the
Newton-Raphson (3) method for estimating the successive values for the flame
temperatufe will allow for quick convergence on the correct answer,

Thls problem is quite simple to program for a given fuel and fuel to air
ratio and should require even less time than the problem discussed sbove. If
it is desired to Investigate the effect of fuel to alr ratio or type of fuel,
a llttle more thought is required to successfully program the problem. It is
stlill a reasonable problem for people with a minimum of computer experience.

A PROBLEM IN THERMODYNAMICS

A number of thermodynamic calculations lend themselves resdily to solu-
tion by the computer. The study of non-ideality and physical equilibris asre
probably two of the areas which are often neglected in beginning courses and
which with the aid of the computer may be studied qusntitatively. 4 typical
request of students might be to require them to determine the degree of non-
ideality and the per cent vaporization of a ternsry mixture of hydrocarbons sas
a function of pressure and temperature.

Solution:

The instructor must supply an equation of state which is to be used to
compute the properties of the non-ideal gases, Tinis equation should be used
to obtain densities and fugacities as a function of pressure and temperature.
Once this hss been programmed successfully, the students may use the eqguation
of state in subroutine form.

The information, fugacity and density of the pure components and mixtures,
obtained from the eguation of state subroutine, may now he used in a lerger pro-
gram which actually calls on the subroutine when reqguired. i 's may be eval=-
uated as a function of the fugacity and estimated composition snd these may then
he used in a flash-vaporization computetion to calculde the desree of vaporizs-
tion of a mixture. In addition gee phnase densities may he chiecked agelnst idesl
densities to determine compressibilities factor values, s measure of non=idesl-
ity.

This program would he fairly advanced and it mey Ye desiravle to first
compute the degree of wvaporization based on Raoult's Taw, thet Is, usins vapor
pressures obtained from a Clepyron relestionship. This progrem would he aqulte
simple to write and would serve as a good introduction to the gernersl prchlems
of physical equilibria, i

+ PROZLEM IN RATE PROCESSES

Tn the area of rate processes, the computer can greatly benefit and en-
hance the subject matter discussed in a beginning course., IMany of the protlens
involving rates of heat or mass transfer involve partisl differential equations
which may be reduced to difference equations for numerical solution on tre com-
puter. A good elementary discussion of these methods may be found in "fNumeri-

cal Methods for Science and Fngineering" by Ralph G. Stanton,

The first problem in this area which is very suitable for computer solu-
tion is an unsteady-state heat transfer problem. The time required to quench
an odd shaped bar is to be determined. In order to sémplify the geometricel
concepts, it is probably good to choose a rectangle with irregular insulation
or study the converse problem of heating of a right sngle par at one end and
determine the time dependence of the temperature at the other end of the angle
iron as indicated in Figure 1 where Tp if a function of time. -

This problem has been programmed by students cuite successfully before.
A detailed discussion of the method may be found in s paper by Rudd (4). 1In
this problem a grid is established over the piece in question ang the methff
of relaxation is employed to determine the temperature distribution over t'-

grid st any given point in time.
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FIGURE 1
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ANOTHER RATE PROCESSES.  PROBLEM

The design of tubular reactorsis a very common task undertaken on a
computer, In the case usually considered the equations representing the tem-
perature and volume dependence of the system become somewhat complex for ana-
lytical solution. It is therefore necessary to use a set of difference equa-
tions and iterate down the length of the tube. This problem is well suited to
‘computer solution but one word of caution, The choice of increment size is a
difficult one. Care must be taken not to introduce round-off problems when re-
sults from preceding segments are used as a basis for computing the next seg-
ment.

A typical problem might be: the decomposition of 502C12 to S0 and Clp.
The heats of formation and heat capacities for the compounds are

80.C12 (g) AHp = -82,040 cal/gm. mole
Cp = 13.00+ 2k, 0x10~3P-14 . bx10-612

50, (g) AHp = -70,920 cal/gm. mole
Cp = 8.12+6.825x10-3T-2.103x10-6T2

clp (&) AHp = O
Cp =T 5755+2. h2lhx10-37-0.965x10-612

and the rate of decomposition may be expressed as follows:

L
r==A+£ymT

where

A = 6.427x1012 1/sec

E = -50610 - °K cal/gm. mole

Compute the length of a l 1/2" 1.D, tube required to insure 98% decomposi -
tion of 418 pounds per hour of S02Clp fed at 2009F, and 1.2 atm, heat is
trensferred to the tube at the rate of 5000 BTU per square foot per hour.

DESIGN PROBLEM IN REACTION KINETICS

The use of computers in design courses has been quite successful. After
a program of problems in earlier courses, the students often ask to have the
computing facility made available to them. The choice of material taught or
problems assigned to students is very wide so we include an example for illus-
trative purposes of what can be done.

A typical problem would be to determine the optimum reaction time for
a given product if three competing products are formed, that is, mono-, di-
and tri- ethanol amine. If one knows the rate constants as a function of temp-
erature, one can write expressions for the concentration of all the species in
the system. This results in this case in a system of five simultaneous linear

differential equations. These may be readily solved using the standard Runga-
Kutta method which is programmed for most large computing facilities and dis-
cussed in detail in any of a number of texts in numerical analysis (6) .

The original reaction data for the ethanol amine reactions were deter=-
mined by Ferrero and coworkers (7) and are summarized below with additional
data required to solve the problem. The possible reactions are:
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0:?H2 . HH3 _ kl P "EQCHECHQUH
CHp

/CHp k2

({} + NHpCHpOH . s NH( CHoCHo0H )o
CH2 .

,CH k3

ol + NH(CH,CHpOH)p »— N(CH,CHpOH)3
CHp

k)
N(CHyCH0H)3 w= higher products

The velocity constants for the Arrhenius equation

- =E4 /RT
ky = Age are:
A gm. mole/liter min, E
1.  3.58x10° 11,500
2. 9.9x107 | 15,600
35 E.SBxlnz 15,000
ly. 3.93x10 . 12,650

It is now possible to determine concentrations of each product in the efflu-

ent of an isothermal reactor as a function of the space velocity and the ini=-
tial concentrations. If sufficient data is available on the heats of reaction
and specific heats of the constituents the non-isothermal case may be studied.

This problem and similar problems have been ve

: ry useful in demonstratin
the course of reactions. This and similar problems, it should be mentioned, ¢
are also very suitable for analog computer analysis.
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The following list of problems were prepared by various staff members and
vislt ng professors at the University of Michigan under the sponsorship of the
Ford Foundation project on "The Use of Computers in Engineering Education" (8).
The titles are included to suggest some more areas where computers have been
and can be used. Complete descriptions and programs are available from the pro-
‘ Ject at the University of Michlgan. |

| | Title e E, Level(l)

! Optimization of Readtnr'ﬂpératian | s
Approach to Ste333~5tate'nf an Othmer Still TRy

i TEmperatureq and Heat Fiux in a Radiant Thermal Circuit . 2

‘ Heat Balance for an Iron Blast Furnace | s 2
Three Component, Two Phase, Counter-Current, Liquid Extraction ? 3
Temperature Distribution in a Three Dimensional Body 3
Solution of a Boundary Value Porblem Using &n Initial Value Technique: 3
Temperature Profile in a Circular Transverse Fin :
Velocity Profiles for Flow in Smooth Pipes 3
Determine Reflux Ratio by McCabe-Thiele Method 3
Temperature Profile in a Longitudinal Fin Using the Analog Computer 3
Diffuagun and Slow Chemical Reaction 4
Number of Theoretical Plates in a Multi-Component Distillation Column L
Multiple Regression Analysis L
Solvent Allocation in Multi-Stage Crosscurrent Extraction k-G
Dynamic Heat Exchange ol . | 3-4
Storage of Natural Gas in Aquifers G
Adiabatic Reactor | ; | G
Predicting the Scrap Requirement for the Oxygen-Steel+Cnnvefting Process L

(1) Year in which normally used.




